KSR1338C/W

SALTA 3W 4000K 19LM LED 1P44 SURFAGE
POLYCARBONATE BULKHEAD ANTHRACITE

The Salta LED Surface range by KSR are perfect for downward lighting
walkways, steps etc to light the way, easy install with no cut out / recess
required, just a hole for the supply cable.

FEATURES & BENEFITS
e L70-2000 Hours

* 3Years Warranty e Suitable for High Saline Areas
* 3000K or 4000K LED e Polycarbonate Construction

¢ Non- Dimmable e Anthracite Finish
e CRI:Ra>82

PRODUCT SPECIFICATION

Product Code Product Description Light SI-I%l;::/Lamp m Width (mm)

Salta 3w 3000K 19Im
LED IP44 Surface
Polycarbonate
Bulkhead Anthracite

KSR1338W/W INTEGRATED LED I 200 80

Salta 3w 4000K 19Im
LED IP44 Surface
Polycarbonate
Bulkhead Anthracite

KSR1338C/W INTEGRATED LED I 200 80

Salta 3w 3000K 65Im
LED IP44 Surface
Polycarbonate
Bulkhead Anthracite

KSR1337W/W INTEGRATED LED Il 80 230

Salta 3w 4000K 65Im
LED IP44 Surface
Polycarbonate
Bulkhead Anthracite

KSR1337C/W INTEGRATED LED I 80 230

KSR Lighting is constantly developing and improving its products. For this reason, all product descriptions in this data sheet are intended as a general guide, and KSR may change specifications from time to time in the
interest of product development, without prior notification or public announcement. All descriptions in this data sheet present only general particulars of the goods to which they refer and shall not form part of any
contract. Data in this guide has been obtained in controlled experimental conditions. However, KSR Lighting cannot accept any liability arising from the reliance on such data to the extent permitted.
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KSR1338C/W

SALTA 3W 4000K 19LM LED 1P44 SURFAGE

POLYCARBONATE BULKHEAD ANTHRACITE
GENERAL INFORMATION

IP Rating

Input Voltage (V)
Class

Product Weight (Kg)
Depth (mm)

Width (mm)

LED Life Hrs

80mm

200mm

a4
240

0.24
28

80
25000

28mm

Warranty (Years)
Height (mm)

Internal Or External Use

Box Quantity
Colour Finish

Body (Material)

3
200

INTERNAL OR
EXTERNAL

1
Anthracite

polycarbonate

KSR Lighting is constantly developing and improving its products. For this reason, all product descriptions in this data sheet are intended as a general guide, and KSR may change specifications from time to time in the
interest of product development, without prior notification or public announcement. All descriptions in this data sheet present only general particulars of the goods to which they refer and shall not form part of any
contract. Data in this guide has been obtained in controlled experimental conditions. However, KSR Lighting cannot accept any liability arising from the reliance on such data to the extent permitted.
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